Off Grid (DC 48V) Solar Air Conditioner
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100% SOLAR POWERED
AIR CONDITIONER
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Technical Features

1, Direct PV 48V powered, no conversion process. (off grid)

2, Easy installation, very similar like the traditional air conditioner.

3, Not limited by power supply and climate, apply for world wild use.(Suitable for T3 tropical area)

4, Full DC 3D Control (adopt world well known DC compressor , DC indoor fan motor, DC outdoor fan motor),
reliable running and high efficiency.

Applicable Places
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Off Grid DC 48V Solar Air Conditioner Technical Data Parameters

Model KFR-26GW/DCBP| KFR-35GW/DCBP | KFR-50GW/DCBP | KFR-70GW/DCBF
Power supply Ph-V-Hz‘ | DC48'V
| Capacity | Btufh* 9000 * 12000 | 18000 ! 24000
Cooling Input W 475 635 888 1310
.Ratedcurrent. A | 9.89 ' 13.23 | 18.5 | 27.29
| Capacity | Btuh| 9500 | 13000 | 19000 | 25000
Heating | Input _ W | 462 _ 620 _ 885 | 1285
S Rated current | A 9.63 12.92 18.43 26.78
= g' == indoor air flow (HiMilLo)| m3/h |  600/450/330 |  600/450/330 | 9507500600 | 950/750/600
== ?gaé  ; DL Indoor noise level (HifMULO).dB(A)' <40/33/28 | <40/33/28 | <45/40135 | <45/40/35
:g—_g;;;i—i k = . VB | mm | 795%285%215 795285215 1090*330°230 1090*330*230
= Indoor unit _(F{,?,‘E'E‘,ilﬁ) |mm | 905°370°283 | 905'370'283 | 1145'375'305 | 1145'375'305
li . T oy 11.2/14.8 11.2/14.8 16.5/19 16.5/19
| HF:‘_ O CAPSOL n Outdoor air ﬂow m3/h | 1350 . 1600 | 2400 2400
\Fq:;——' /_ﬂ e Outdoor nois% !evel | .dB(A)* <48 - <50 . =56 | =56
Outdoor | (WD'H) " |mm | 760°255'525 | 760255525 | 865'310°710 | 865310710
Unit Wb |mm | 890°360'590 890*360*590 1025395790 1025395790
weight > | Kg 33/39 | 35/40 53/58 | 56/61
Operation temp °C 17°C~32°C 17°C~32°C 17°C~32°C 17°C~32°C
Ambient temp (coolingfheating): °C 18-50/-15-34 18-50/-15-34 18-50/-15-34 18-50/-15-34
Application area m2 10-20 15-25 25-40 30-45

1.The above specification is only for reference, please refer to the nameplate on the unit.
2.The above version we reserve all the right for the final explanation



